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Technician:   Werner
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Vehicle Information
--/MINI/MINI/John Cooper Works_B48/-- Odometer Reading: 236883km
VIN: WMWXM920902F19959 License Plate: HZ62SVGP
Customer Information
Name: DEKRA AUTOMATIC MFC MFC AUCTION HOUSE Tel: 0861033572
Device information
Scanner: MaxiSys MS906 BT Serial Number: VB8GJCC01482
Version: V19.10 Repair Order Number: --

System Scanned( 17 )

System Status/DTC

DME (Engine-Digital Motor Electronics) 3

EGS (Electronic Transmission Management) 0

DSC (Dynamic Stability Control) 0

ACSM (Airbag-Advanced Crash Safety Module) 0

BDC (Body Domain Controller) 2

ZGM (Central Gateway Module) 0

SAS (Optional Equipment System) 2

PMA (Parking Manoeuvring Assistant) 0

EPS (Electric Power Steering) 0

AMP (Amplifier) 0

ASD (Active Sound Design) 0

FLEL (Frontal Light Electronics Left) 0

FLER (Frontal Light Electronics Right) 0

FZD (Roof Function Center) 1

HUB (Headunit Basis) 2

CON (Controller) 0

IHKA (Integrated Automatic Heating And A/C System) 0

DTC ( 10 )
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DME (Engine-Digital Motor Electronics) ( 3 DTCs )

DTC Description Status

180001 Catalytic converter: Efficiency too low Intermittent

118402 Mixture control: Mixture too rich, deviation too high Intermittent

213601 Power management: Standby current violation Intermittent

BDC (Body Domain Controller) ( 2 DTCs )

DTC Description Status

8040B9 De-activation of terminal 30B: Top startability limit
reached Intermittent

8040BD Terminal 30F reset or deactivated Intermittent

SAS (Optional Equipment System) ( 2 DTCs )

DTC Description Status

D19A62 Signal (centre of gravity lateral acceleration, 55.0.2)
invalid, transmitter DSC Intermittent

D1AD06 Signal (driver actual steering angle) invalid, transmitter
DSC Intermittent

FZD (Roof Function Center) ( 1 DTC )

DTC Description Status

801A55 Anti-theft alarm system: The alarm has been activated Permanent

HUB (Headunit Basis) ( 2 DTCs )

DTC Description Status

B7F8AF USB port: Shut-down due to overload Intermittent

B7F8C6 CID: Reduction in brightness due to excess temperature Intermittent

Technician Notes
2016244402

Customer name:

Technician:

Date:

Note:Please save a copy of this report for your records.

Disclaimer: This report provides a reference for vehicle inspection and maintenance only. Autel is not liable for any accident, property damage, or personal injury resulting from the
use of this information.


